
 
Standard Checklist : เคร่ืองวทิยคุมนาคมในกิจการโทรศพัทเ์คล่ือนท่ี International Mobile Telecommunications (IMT) ซ่ึงใช้

เทคโนโลย ีIMT-2000 CDMA Direct Spread 

ตราอกัษร ……. รุ่น …… 

WCDMA Band 1/3/8/5 

 รายการ Limit ผา่น/ไม่ผา่น หมายเหตุ 
1. มาตรฐานทางเทคนิค (อา้งอิงจาก EN 301 908-1) 

 
 

 
1.1 Radiated emissions หวัขอ้ 5.3.1 or 5.3.1 p  

1.2 Control and monitoring functions หวัขอ้ 5.3.3 or 5.3.3 p  

2 มาตรฐานทางเทคนิค (อา้งอิงจาก EN 301 908-2   or  TS 134.121)  
2.1 Transmitter maximum output power หวัขอ้ 5.3.1/4.2.2 or  5.2 p  
2.2 Transmitter spectrum emission mask หวัขอ้ 5.3.2/4.2.3 or  5.9 p  
2.3 Transmitter spurious emission หวัขอ้ 5.3.3/4.2.4 or  5.11 p  
2.4 Transmitter minimum output power หวัขอ้ 5.3.4/4.2.5 or  5.4.3 p  
2.5 Receiver Adjacent Channel Selectivity (ACS) หวัขอ้ 5.3.5/4.2.6 or  6.4/6.4 (A) p  
2.6 Receiver blocking characteristics หวัขอ้ 5.3.6/4.2.7 or  6.5 p  
2.7 Receiver spurious response หวัขอ้ 5.3.7/4.2.8 or  6.6 p  
2.8 Receiver Intermodulation characteristics หวัขอ้ 5.3.8/4.2.9 or  6.7 p  
2.9 Receiver spurious emission หวัขอ้ 5.3.9/4.2.10 or  6.8 p  
2.10 Out-of-synchronization handing of output 

power 
หวัขอ้ 5.3.10/4.2.11 or  5.4.4 p  

2.11 Transmitter adjacent channel leakage power 
ratio (ACLR) 

หวัขอ้ 5.3.11/4.2.12 or  5.10 p  

2.12 Receiver Reference Sensitivity level หวัขอ้ 5.3.12/4.2.13 or  5.11 p  
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